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)Retrofitting

   a 3-phase         

   operator

INSTRUCTION RETROFITTING 

A 3-PHASE OPERATOR 

TO A 1-PHASE OPERATOR
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1. Connect motorcables, brown (U), black(V) and blue (W) at the 
terminal Motor  U, V and W.

2. Connect the motorcables red (X), yellow (Y) and green (Z) at the 
terminal Mot r X, Y and Z.

3. Connect the capacitor 100 µF /400V AC addittionaly to the                                             
motorcables at the terminal Mot r X and Z.

4. Check directon of rotation of the operator, if the direction UP and           
DOWN has been changed, change phase sequence at the operator           
(change motorcables U and W).   
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Retrofitting of 3 x 400V  to  1x 230V operation
square type operator with cooling fins  ED 80%
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1. Connect motorcables, green (U), red(V) and blue (W) at the 
terminal Motor  U, V and W.

2. Connect the motorcables brown (X), yellow (Y) and black (Z) at the 
terminal Mot r X, Y and Z.

3. Connect the capacitor 100 µF /400V AC addittionaly to the                                             
motorcables at the terminal Mot r X and Z.

4. Check directon of rotation of the operator, if the direction UP and           
DOWN has been changed, change phase sequence at the operator   
(change motorcables U and W).   
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Retrofitting of
Round Motor Type  ED 60%

 3 x 400V operation to 1x 230V 



50mm

Fixing with 2x M5 counter-sunk screws.
Boring 4,5mm, max. 8mm depth,
Winding M5  DIN 7500
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Fixing the capacitor with a steel angle
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